175 - 400 INDIRECT FIRED GAS DUCT FURNACE
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NOTES:

@ Base Unit Constructed of 20 ga. G90, Galvanized Finish.

—4),22] DUCT FURNACE DIMENSIONAL DATA
6 GAS UNIT DUCT NET @ Duct Furn_oce have weep holes on the G90 Galvanized pan to
| M(om)EL WI(D)TH WI(D;rH WE(IG)HT curb exterior.
11 | BTU A B Ibs . ”
| - o % 173 00 (3) Gas Inlet is 3/4" NPS.
* — zgg :1 22 1;2 igg @ 1" Duct Flanges on Inlet Air and Supply Air side of Duct Furnace is Standard.
300 62 49 1/2 600 (®) Hoisting Eyes are shipped loose for field installation. Remove outer
350 62 49 1/2 600 hoisting eyes after unit is installed.
400 62 49 1/2 600
. @ Indoor or Qutdoor Kit not shown. See Furnace Options for details. Power
Venter Rain Shield or Square—to—Round Adapter shipped loose for field
INLET installation.
AIR @ ARES Duct Furnace includes Stainless Steel Heat Exchanger, 2 Stage Gas
Valve, Hot Surface Ignition, Right Hand Control and Power Ventilator
L] as Standard Features.
i Full perimeter rail, 8 to 12 GA. 690, Galvanized finish, with 6"
lifiting extention. NOT intended for suspending unit, contact factory.
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SIDE VIEW 40 (Overall Length) A AGA/COR Listed
NOTE: All dimensions are in inches.
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