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NOTES:

This product is designed to comply with National Electrical Code (NEC). Duct
furnaces design is certified by CSA International for use with natural and LP
(Propane) gases with Single Stage Gas Valve and Aluminized Heat
Exchanger and Burners.

@ (4) 1/2" diameter mounting holes (2) on each end for overhead mounting on
hanging rods.

@ Duct Furnace(s) are AGA and CGA Design Certified with Single Stage Gas
Valve and Aluminized Heat Exchanger and Burners.

@ Dimension "F" is only applicable to units with multiple furnaces.
@ Power Venter Flue Connection field adjustable. Horizontal or Vertical flue.
@ All cabinets welded in one piece, fire retardant and corrosion proof paint lock

metal, double protected with baked on gray color, rust preventive electrostatic
polyurethane powder coating.

POWER
Vi";ggg @ One watertight electrical junction box per motor mounted on top center of
each motor.
S —f—3s8"
"G" — I~ Unit is to be installed such that air flow is unobstructed. Air discharge grille
"H" @ containing adjustable (+45°) aluminum airfoil shaped vanes.
— 2200 |=— —{"D" "E" "F" "E" —— "D" @ Motor & Furnace control panel. Overloads are factory preset. Standard
procedure is control panel to be shipped loose for remote mounting. Control
26.00 panel can be factory mounted and wired on unit. Specify left or right side
— 22.00 |=— — mounting.
@ @ | | Circuit Protection as per NEC by others.
| | r— = 7] [l — ] ;|_
* 4 — — @ Optional door limit switch is field installed and is to be wired to the control
| | panel. Switch is to be mounted such that air curtain turns on as soon as door
22.00 \/\/\/\/\/\/\/v \/ \/\/\/\/\/\/ begins to open.
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* \ L = — ﬁ @ Remote mounted thermostat field installed by others. Thermostat to regulate
furnace(s) operation, must be located in area which senses either the intake
or discharge temperature. (Max output 90°F)
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MODEL |MOTORS | DISCHARGE | UNIT |MOUNTING | END |BURNER |CENTER [MOUNTING| o | cuwace - - I PROJECT Model No-
NUMBER LENGTH |LENGTH| CENTERS [SPACE| WIDTH | SPACE |DISTANCE e SIZE El"""l El'"'"w | rorovereue Drawing No-
NO | HP "A" "B" "c" "D" "E" "F" "G" (MBH) ! AN ! AV ! F’ LOCATION ot
WMI96-2I 2 2 96" 99" 97 1/2" 127/16"| 26 1/8" 217/8" 12 13/16" 25 3/8" (2)-200 || T ‘ ‘ TYPICAL ARCHITECT Shoot of
WMI108-21 | 2 3 108" 111" 109 1/2" 14 1/16" 28 7/8" 251/8" 14 7/16" 28 1/8" (2) - 225 ‘ INSTALLATION
WMI120-21 | 2 3 120" 123" 121.1/2" 18 7/116"| 26 1/8" 337/8" | 1813/16" | 253/8" (2) - 200 o 1 Comectsuppy votage ENGINEER Drawn By:
wmi14421 | 2 | 3 144" 147" 14512 |1815/16" 371/8" | 3478" | 19516 | 383/8" | (2)-300 FIELD WIRING et @ Checked By:
WMI156-31 | 3 2 156" 159" 1571/2"  [131/16"| 287/8" | 231/8" [ 137/16" 28 1/8" (3)-225 @CONTROL PANEL F‘.’L‘ili;’&:;i‘sjiis
WMI168-31 | 3 3 168" 171" 169 1/2" 15 1/16" 28 7/8" 27 1/8" 15 7/16" 28 1/8" (3) - 225 gt
WMI180-3 | 3 3 180" 183" 181 1/2" 187/16"| 261/8" | 337/8" | 1813116 | 253/8" (3)-200 ®OPTION AL DOOR | i?p,p“:;“
WMI192-41 | 4 2 192" 195" 193 1/2" 127/16"| 26 1/8" 217/8" 12 13/16" | 253/8" (4) - 200 LIMIT SWITCH 4 Chock rotaton of motors
| e AIR SYSTEMS
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WMI WIND STOPPING 14 INDIRECT GAS FIRED HEATED MODELS







