
 

Air Eliminator 
 

Diffuser Model Lengths: 36” – 72” 
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Model 
Number

Overall 
Length
A (in)

Corresponding 
Series and Sizes

Standard 
Color

10‐591 36 STD2/N236 Obsidian Black

10‐592 42 STD2/N242 Obsidian Black

10‐593 48 STD2/N248 Obsidian Black

10‐594 60 STD2/N260 Obsidian Black

10‐595 72 STD2/N272 Obsidian Black

10‐591TS 36 HV2/NH2/EP236 Titanium Silver

10‐592TS 42 HV2/NH2/EP242 Titanium Silver

10‐593TS 48 HV2/NH2/EP248 Titanium Silver

10‐594TS 60 HV2/NH2/EP260 Titanium Silver

10‐595TS 72 HV2/NH2/EP272 Titanium Silver
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Features:  

 This product is designed to be compatible with Mars Air Doors models. See 
table for model selection chart 

 Reduces the air velocity at the diffuser up to 95% 
 Minimizes the ingress of air curtain unit air stream into protected space 
 Guide holes provide for proper alignment of stacked units above 72" high. 

Diffusers must be fastened to the wall for rigidity. (Optional wall brackets 
available. Contact factory for details) 

 Removable intake screens, on the inlet and outlet, for easy access to filters 
 Diffusers designed to have sufficient strength to be vertically mounted and 

stacked. Each stacked diffuser must be fastened to the wall for rigidity and 
may not exceed 16' without additional supports.  (Optional support 
brackets available. Contact factory for details.) 

 Heavy gauge G90 Construction 
 Floor mounting brackets included and field installed by others. 
 Rust preventative electrostatic polyurethane powder coating 
 Standard color is Obsidian Black (STD2) and Titanium Silver (HV2/EP2) 
 2” Replaceable Filters Standard 
 1 year warranty against defects 
 Freight Included (FOB Continental USA) 
 Proudly Made in the USA 

 
Options and Accessories: 

Washdown 
 Wall mounting brackets available (specify clearances) 
 2” DP Green Filters included as standard 

o LEED/Green Compliant 
o 100% Synthetic Media 
o MERV 13 Rated 

 Washable Aluminum, Extended Surface Pocket & other filters available 
(Contact Factory) 

 Custom colors and finishes (304SS, 316SS) 
 

   


